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TURBOCHARGED POWER UNIT AND
METHOD OF OPERATING UNDER HIGH
LOAD CONDITIONS

BACKGROUND

The disclosure relates generally to engines, and more spe-
cifically to a method of operating an engine to increase the
range of speeds and loads under which the engine can operate.

Compression-ignition engines, such as diesel engines,
operate by directly injecting a fuel (e.g., diesel fuel) into
compressed air in one or more piston-cylinder assemblies,
such that the heat of the compressed air ignites the fuel-air
mixture. The direct fuel injection atomizes the fuel into drop-
lets, which evaporate and mixes with the compressed air.
Compression-ignition engines may also be configured to
operate under a premixed combustion operation or partially
premixed combustion operation. Typically, compression-ig-
nition engines operate at a relatively higher compression ratio
than spark ignition engines. The compression ratio directly
affects the engine performance, efficiency, exhaust pollut-
ants, and other engine characteristics. In addition, the fuel-air
ratio affects engine performance, efficiency, exhaust pollut-
ants, and other engine characteristics. Exhaust emissions gen-
erally include pollutants such as carbon oxides (e.g., carbon
monoxide), nitrogen oxides (NOx), sulfur oxides (SOx), and
particulate matter (PM). In a compression-ignition engine,
the amount and relative proportion of these pollutants varies
according to the fuel-air mixture, compression ratio, injection
timing, environmental conditions (e.g., atmospheric pres-
sure, temperature, etc.), and so forth.

A dual-fuel engine is an alternative type of internal com-
bustion engine designed to run on more than one fuel, for
example, natural gas and diesel, each stored in separate ves-
sels. Dual fuel engines typically operate at much lower com-
bustion temperatures because of improved combustion con-
trol and reduce tendency to knock. Furthermore, dual fuel
engines resultin less energy loss from the engine through heat
transfer than found in a typical engine. More particularly,
such engines are capable of burning varying proportions of
the resulting blend of fuels in the combustion chamber and the
fuel injection or spark timing may be adjusted according to
the blend of fuels in the combustion chamber to result in
premixed combustion. In addition, customization of the fuel
blend with respect to fuel chemistry provides for optimal
combustion and results in less unburned fuel energy lost in the
exhaust and fewer pollutant emissions during the combustion
process. For dual fuel operation where one of the fuels is
premixed with air, a reduction in nitrogen oxide (NOx) and
particulate matter (PM) emissions is enabled by combusting a
relatively larger fraction of the premixed fuel.

Premixed combustion strategies, such as those previously
described, are of interest in internal combustion engines due
to the significant reduction in NOx and PM emissions while
often times enabling improvements in efficiency. However,
one challenge that plagues these types of engines is operation
at high loads. For premixed combustion, the fuel-air mixture
needs to be supplied at approximately the same stoichiom-
etry, regardless of the load. That means that for constant
intake temperature, as the load increases, the peak cylinder
pressures increase. However, when the engine is operated at
high load, uncontrolled auto-ignition of the premixed fuel can
become a problem and peak cylinder pressures become very
high, limiting premixed combustion strategies to lower loads
only.

Accordingly, there is a need for an improved system and
method for engines operating under a premixed combustion
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configuration that permits engine operation at increased
speeds and under higher load conditions without causing
auto-ignition and reaching peak firing pressure limits.

BRIEF DESCRIPTION

In accordance with an embodiment, a turbocharged power
unit is provided. The turbocharged power unit includes a first
stage turbocharger, an intercooler, a turboexpander stage and
an engine. The first stage turbocharger includes a turbine
coupled via a turbocharger shaft to a compressor. The com-
pressor is configured to receive an ambient intake air stream
and discharge a compressed air stream. The intercooler is
coupled to an output of the compressor of the first stage
turbocharger and configured to receive the compressed air
stream from the compressor of the first stage turbocharger and
discharge a cooled compressed air stream. The turboexpander
stage includes a turbine in fluidic communication with the
cooled compressed air stream from the intercooler and is
configured to discharge an expanded air stream. The engine
includes an intake manifold coupled to the turbine of the
turboexpander stage to receive therefrom the expanded air
stream. The turbine of the turboexpander stage is configured
to provide an expansion of the cooled compressed air stream
to form the expanded air stream having a temperature of less
than the ambient intake air stream.

In accordance with another embodiment, a turbocharged
power unit is provided. The turbocharged power unit includes
a first stage turbocharger, a first intercooler, a second stage
turbocharger, a second intercooler and an engine. The first
stage turbocharger includes a turbine coupled via a turbo-
charger shaft to a compressor. The compressor is configured
to receive an ambient intake air stream and discharge a com-
pressed air stream. The first intercooler is coupled to an output
of the compressor of the first stage turbocharger. The first
intercooler is configured to receive the compressed air stream
from the compressor of the first stage turbocharger and dis-
charge a cooled compressed air stream. The second stage
turbocharger includes a turbine coupled via a turbocharger
shaft to a compressor. The compressor is coupled to an output
of the first intercooler and configured to receive the cooled
compressed air stream from the first intercooler and discharge
acompressed air stream. The second intercooler is coupled to
an output of the compressor of the second stage turbocharger.
The second intercooler is configured to receive the com-
pressed air stream from the compressor of the second stage
turbocharger and discharge a cooled compressed air stream to
the turbine of the second stage turbocharger. The engine
includes an intake manifold coupled to the turbine of the
second stage turbocharger to receive therefrom an expanded
air stream. The turbine of the second stage turbocharger is
configured to provide an expansion of the input compressed
air stream discharged from the second intercooler to form the
expanded air stream having a temperature of less than the
ambient intake air stream.

In accordance with another embodiment, a method is dis-
closed. The method includes providing a first stage turbo-
charger, compressing an ambient intake air stream in the
compressor of the first stage turbocharger to discharge a com-
pressed air stream, cooling the compressed air stream in an
intercooler coupled to the compressor of the first stage turbo-
charger to discharge a cooled compressed air stream, expand-
ing the cooled compressed air stream in a turbine of a tur-
boexpander stage to discharge an expanded air stream,
providing the expanded air stream to an intake manifold of an
engine, mixing a fuel with the expanded air stream in a
combustion chamber in fluidic communication with the
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intake manifold, and combusting the fuel. The first stage
turbocharger includes a turbine and a compressor. The turbine
is configured to receive an exhaust from an exhaust manifold
of'an engine and provide extracted energy via a turbocharger
shaft to a compressor. The expanded air stream is cooled in
the turbine of the turboexpander stage to a temperature of less
than the ambient intake air stream.

Other objects and advantages of the present disclosure will
become apparent upon reading the following detailed
description and the appended claims with reference to the
accompanying drawings. These and other features and
improvements of the present application will become appar-
ent to one of ordinary skill in the art upon review of the
following detailed description when taken in conjunction
with the several drawings and the appended claims.

BRIEF DESCRIPTION OF THE FIGURES

The above and other features, aspects, and advantages of
the present disclosure will become better understood when
the following detailed description is read with reference to the
accompanying drawing in which like characters represent
like parts throughout the drawing, wherein:

FIG. 1 is a diagrammatical representation of a power unit
having an engine configured to include turbo-refrigeration for
operation under high load conditions in accordance with an
exemplary embodiment;

FIG. 2 is a diagrammatical representation of a power unit
having an engine configured to include turbo-refrigeration for
operation under high load conditions in accordance with an
exemplary embodiment;

FIG. 3 is a diagrammatical representation of a power unit
having an engine configured to include turbo-refrigeration for
operation under high load conditions in accordance with an
exemplary embodiment;

FIG. 4 is a diagrammatical representation of a power unit
having an engine configured to include turbo-refrigeration for
operation under high load conditions in accordance with an
exemplary embodiment;

FIG. 5 is a diagrammatical representation of a power unit
having an engine configured to include turbo-refrigeration for
operation under high load conditions in accordance with an
exemplary embodiment;

FIG. 6 is a diagrammatical representation of a power unit
having an engine configured to include turbo-refrigeration for
operation under high load conditions in accordance with an
exemplary embodiment;

FIG. 7 is a diagrammatical representation of a power unit
having an engine configured to include turbo-refrigeration for
operation under high load conditions in accordance with an
exemplary embodiment; and

FIG. 8 is a schematic block diagram of method according
to an exemplary embodiment.

DETAILED DESCRIPTION

In accordance with the embodiments of the present inven-
tion, an engine utilizing a turborefrigeration in conjunction
with premixed combustion strategies is disclosed. The exem-
plary power unit includes at least one compression stage, with
intercooling provided after each compression stage, an
expander following the intercooling and an engine including
an intake manifold and an exhaust manifold. The expander is
configured with the capability to cool the engine intake air to
below ambient temperature, thus enabling the air to be sup-
plied to the engine at lower initial temperatures, and allowing
the engine to be operated at higher loads under a premixed
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configuration. In accordance with the disclosed embodiment
of the invention, a method associated with the exemplary
power unitis disclosed. The embodiment of the present inven-
tion enables the use of turborefrigeration, without the use of a
refrigerant, in conjunction with premixed combustion strate-
gies to increase the range of speeds and loads under which an
engine can be operated in a premixed mode while simulta-
neously controlling emissions such as nitrogen oxides (NO,),
particulate matter (PM), carbon monoxide (CO), and unburnt
hydrocarbons (HC).

Referring to FIG. 1, a turbocharged power unit 10 is illus-
trated in accordance with an embodiment of the present dis-
closure. The power unit 10 utilizes two-stage turbo-charging
and includes a first stage turbo-charger 12, a second stage
turbo-charger 14, an engine 16 and an expander 18. The first
stage turbo-charger 12 and the second stage turbo-charger 14
are configured to operate independently without the need for
a means for coupling therebetween. In accordance with an
embodiment, the engine 16 is a dual fuel engine. A motor-
generator unit (not shown) may be mechanically coupled to
the first stage turbocharger 12. As discussed in further detail
below, an embodiment of the present disclosure provides an
increase in the range of speeds and loads under which an
engine can be operated in a premixed mode. In addition, an
embodiment of the present disclosure provides emission con-
trol features for the engine 16. It should be noted herein that
although the turbocharged power unit 10 is disclosed, the use
of turborefrigeration in conjunction with premixed combus-
tion strategies is also applicable for other applications requir-
ing engine power. Similarly, aspects of the present disclosure
are suitable for any engine requiring operation at higher loads
under premixed conditions.

The engine 16 of the illustrated turbocharged power unit 10
includes an air intake manifold 20, an exhaust manifold 22
and a combustion chamber 24. The first stage turbo-charger
12 includes a compressor 26 and a turbine 28. The second
stage turbo-charger 14 includes a second compressor 30 and
the turbine 18 in fluidic communication with the first stage
turbo-charger 12 and the engine 16. For ease in interpretation,
the compressor 26 of the first stage turbo-charger 12 may also
be referred to herein as the “first compressor 26”. Likewise,
the compressor 30 of the second stage turbo-charger 14 may
also be referred to herein as the “second compressor 30”. The
first stage turbo-charger 12 and the second stage turbo-
charger 14 are operated to supply compressed air to the air
intake manifold 20 for combustion within the engine 16. In
the illustrated embodiment, the demands placed on the first
stage turbocharger 12 and the second stage turbocharger 14
vary considerably from each other. In an embodiment, the
second stage turbocharger 14 functions as a high-pressure
stage and is charged by the full exhaust from turbine 28,
however it only receives a lesser air volume (of previously
compressed air) from the first stage turbo-charger 12 or low-
pressure stage. Accordingly, the second stage turbocharger 14
may employ a smaller compressor as compressor 30, than the
first stage turbocharger 12 and first compressor 26. The first
stage turbocharger 12 may be similar to those typical of a
single-stage turbocharger.

As illustrated in FIG. 1, the turbine 28 is coupled to the
exhaust manifold 22 of engine 16 for extracting energy from
exhaust gases 40 utilized for rotating a turbocharger shaft 32
coupled to the compressor 26. The compressor 26 draws in an
ambient intake air stream 42 through an optional filter 34 into
compressor 26. After passing through the first compressor 26,
the intake ambient air stream 40, is discharged as a com-
pressed air stream 44 at a relatively higher pressure and
higher temperature. The compressed air stream 44 is next
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passed through the first intercooler 36. The temperature and
pressure of the ambient intake air stream 42 is increased due
to compression in the compressor 26. The compressed air
stream 44 flows through the first intercooler 36 such that the
temperature of the compressed air stream 44 is reduced prior
to delivery of a cooled compressed air stream 46 into the
second stage turbo-charger 14, and more specifically the sec-
ond compressor 30. The second compressor 30 provides a
further compressed air stream 48 to a second intercooler 38.
The compressed air stream 48 flows through the second inter-
cooler 38 such that the temperature of the compressed air
stream 48 is reduced prior to delivery of a cooled compressed
air stream 50 into the turbine 18 coupled to the intake mani-
fold 20 of the engine 16. In an embodiment, the first and
second intercoolers 36, 38 function as heat exchangers, and
more particularly as air-to-water heat exchangers, which uti-
lize a coolant to facilitate removal of heat from the com-
pressed air 44, 48. In another embodiment, the first and sec-
ond intercoolers 36, 38 function as heat exchangers, and more
particularly as air-to-air heat exchangers, which utilize ambi-
ent air to facilitate removal of heat from compressed air 44,
48. In yet another embodiment, the first and second intercool-
ers 36, 38 may include any combination of air-to-water heat
exchangers or air-to-air heat exchangers either individually or
in series.

In the illustrated embodiment, the turbine 18 expands the
cooled compressed air stream 50 to a lower pressure and
temperature and, thus, provides turbo-refrigeration that in
conjunction with premixed combustion strategies enables
engine 16 to operate at increased range of speeds and loads.
The turbine 18 extracts energy from the cooled compressed
air stream 50 and utilizes it for rotating a turbocharger shaft
54 coupled to the second compressor 30. The turbine 18 may
be an axial type expander, an impulse type expander, a high
temperature screw type expander or a radial-inflow turbine
type of expander. After passing through the turbine 18, the
cooled compressed air stream 50, discharged at a relatively
lower pressure and temperature less than the ambient air
intake stream 42 temperature, is passed through the intake
manifold 20 of the engine 16. Expanding the cooled com-
pressed air stream 50 from the second intercooler 38 in the
turbine 18 prior to input into the engine 16 provides for a
cooled, high pressure air 52 to enter a combustion chamber 38
of'the engine 16 at a temperature that is below ambient tem-
perature, but at a high pressure. By using turborefrigeration,
the ambient intake air 42 is cooled to below ambient tempera-
tures and the difference in temperature, relative to ambient,
increases as the pressure ratio increase. For turbocharged
engines, pressure ratios increase as load increases. Hence, at
high loads, the manifold temperatures are colder than at low
loads. The end result is that more air can be supplied to the
engine 16 without causing uncontrolled autoignition of the
premixed fuel or reaching peak firing pressure limits, and the
engine 16 can be operated at higher loads under a premixed
configuration.

In one exemplary embodiment, during operation of power
unit 10, the intake ambient air stream 42 is at a pressure of ~1
atm and temperature of approximately ~300 K. After passing
through the first compressor 26 the compressed air stream 42
is supplied to the intercooler 26 at a pressure of ~4 atm and
temperature of approximately ~500 K. The cooled com-
pressed air stream 44 is discharged from the first intercooler
26, as cooled compressed air stream 46 at a pressure of ~4 atm
and temperature of approximately ~320 K. The cooled com-
pressed air stream 46 next enters the second compressor 30
and is supplied to the second intercooler 38 at a pressure of
~5.8 atm and temperature of approximately ~375 K. The
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compressed air stream 48 is discharged from the second inter-
cooler 38, as cooled compressed air stream 50 at a pressure of
~5.8 atm and temperature of approximately ~320 K. The
cooled compressed air stream 50 is next expanded in turbine
18 whereupon it is provided as expanded air stream 52 for
intake at the intake manifold 20 of engine 16 at a pressure of
~3.6 atm and temperature of approximately ~270 K. The
temperature of the expanded air stream 52 entering the engine
16 is lower than the atmospheric or ambient temperature,
which enables operation under high load conditions while
maintaining control of emissions. The exhaust air stream 40
exits the engine 16 through the exhaust manifold 22 and is
supplied to the turbine 28 at a pressure of ~3.5 atm and
temperature of approximately ~750 K. An exhaust air stream
56, upon exiting the turbine 18 is at a pressure of ~1.0 atm.

As discussed above, the engine 16 may utilize a plurality of
fuels for operating the engine 16. In a preferred embodiment,
a first fuel source (not shown) is coupled to the intake mani-
fold 20 for feeding a first fuel, for example a gaseous fuel, via
the intake manifold 20 to the combustion chamber 24. The
gaseous fuel may include but is not limited to one or a com-
bination of natural gas, nitrogen, hydrogen, syngas, gasoline,
ethanol, carbon monoxide, and propane. A second fuel source
(not shown) is coupled to the intake manifold 20, or the
combustion chamber 24, for feeding a second fuel, for
example diesel, via the intake manifold 20 to the combustion
chamber 24. The second fuel may also include other type of
fuels.

In one embodiment, a mixture of air and the first fuel are
fed via the intake manifold 20 to the combustion chamber 24,
and the second fuel is injected directly into the combustion
chamber 24. In another embodiment, a mixture of air, the first
fuel, and the second fuel are fed via the intake manifold 20 to
the combustion chamber 24. The air, the first fuel, and the
second fuel are combusted within the combustion chamber
24. All such permutations and combinations of feeding the
air, the first fuel, and the second fuel to the combustion cham-
ber 24 are envisaged. The air, the first fuel and the second fuel
are combusted within the combustion chamber 24.

As discussed above, one advantage of using dual fuels
instead of a single fuel is that dual fuels, when subjected to
combustion, can generate less emissions such as nitrogen
oxide (NO,,), and particulate matter, when at least one of the
fuels is premixed with the air prior to combustion. Subse-
quent to combustion, the exhaust emissions from the com-
bustion chamber 24 are fed via the exhaust manifold 22 to the
turbine 28.

The power unit 10 may also include a control unit (not
shown). In one embodiment, the control unit is an electronic
fuel injection control unit for the engine 16. In another
embodiment, the control unit is an electronic logic controller
that is programmable by a user. The control unit may be
operable to control operation of a plurality of fuel injectors of
engine 16 for injecting the first and second fuel into the
combustion chamber of the engine 16 so as to optimize the
combustion. In some embodiments, the control unit may con-
trol the plurality of fuel injectors based on an output from a
plurality of sensors (not shown). The plurality of sensors may
include but is not limited to an emission sensor, fuel injection
timing sensor, a throttle position sensor, manifold air pressure
sensor, manifold air temperature sensor, exhaust gas tempera-
ture sensor, turbocharger speed sensor, engine power sensor,
fuel-air ratio sensor or the like.

Referring now to FIGS. 2-7, illustrated are various alter-
native embodiments of a power unit and method of operating
an engine under increased load conditions. Referring more
specifically to FIG. 2, illustrated is an embodiment of a power
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unit 60, generally similar to power unit 10 of FIG. 1. In this
particular embodiment, the power unit 60 further includes a
bypass valve 62 for variable air flow/MAT. The bypass valve
62 is configured as an air flow bypass and in fluidic commu-
nication with the cooled compressed air stream 46 and the
expanded air stream 52. The inclusion of the bypass valve 62
enables the control of any surge of the first stage turbocharger
12. During operation of power unit 60, the bypass valve 62
may be opened to increase air flow during transient accelera-
tion. In an embodiment, the valve 62 may be configured as a
three-way valve to allow for control to the desired bypass.

Referring now to FIG. 3, illustrated is an embodiment of a
power unit 70, generally similar to power unit 60 of FIG. 2,
wherein a bypass valve 72 for variable air flow/MAT is con-
figured as an air flow bypass and in fluidic communication
with the cooled compressed air stream 50 and the expanded
air stream 52. The inclusion of the bypass valve 72 enables the
control of any surge of first stage turbocharger 12. During
operation of power unit 70, the bypass valve 72 may be
opened to increase air flow during transient acceleration.
Similar to the previous embodiment, in an embodiment, the
valve 72 may be configured as a three-way valve to allow for
improved control around the turbine and to the desired
bypass.

Referring now to FIG. 4, illustrated is an embodiment of a
power unit 80, generally similar to power unit 70 of FIG. 3,
wherein a bypass valve 72 for variable air flow/MAT is con-
figured as an air flow bypass and in fluidic communication
with the cooled compressed air stream 50 and the expanded
air stream 52. In addition, power unit 80, and more particu-
larly the second stage turbocharger 14, includes a drive unit
84 disposed in operable configuration with the compressor 30
and turbine 18. Similar to the previous embodiment, the
inclusion of the bypass valve 72 enables the control of any
surge of first stage turbocharger 12. During operation of
power unit 70, the bypass valve 72 may be opened to increase
air flow during transient acceleration. In addition, the drive
unit 84 can be used to precisely control the speed of the
second turbocharger, thereby enabling better control over the
intake pressure and temperature. This drive unit may be elec-
trically driven (e.g., by an electric motor) or mechanically
driven, for example. It should be apparent to one skilled in the
art that other means of driving the turbocharger may be
employed, including, but not limited to, hydraulic or pneu-
matic means.

Referring now to FIG. 5, illustrated is an embodiment of a
power unit 90, generally similar to power unit 10 of FIG. 1,
but further including a bypass valve 92 for improved emission
control. More specifically, the bypass valve 92 is configured
as an air flow bypass and in fluidic communication with the
compressed air stream 44 and the exhaust gas stream 40. The
bypass valve 92 provides cool or hot exhaust gas recirculation
(EGR) and resultant emission control. During operation of
power unit 90, the bypass valve 92 may be operableto provide
recirculation of generated exhaust gases in exhaust gas stream
40 to reduce emissions. In an embodiment, the bypass valve
92 may be replaced by a pump in order to circulate and control
the EGR flow.

Referring to FIG. 6, illustrated is an embodiment of a
power unit 100, generally similar to power unit 90 of FIG. 5,
wherein a bypass valve 102 for improved emission control is
configured as an air flow bypass and in fluidic communication
with the exhaust manifold 22 of engine 16 and the expanded
air stream 52. Bypass valve 102 provides cool or hot exhaust
gas recirculation (EGR) and resultant emission control. Dur-
ing operation of power unit 100, the bypass valve 102 may be
operable to provide recirculation of generated exhaust gases
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to reduce emissions. In an embodiment, the bypass valve 102
may be replaced by a pump in order to circulate and control
the EGR flow.

Iustrated in FIG. 7 is an embodiment of a power unit 110,
generally similar to power unit 10 of FIG. 1, wherein a bypass
valve 112 for variable air flow/MAT is configured as an air
flow bypass and in fluidic communication with the cooled
compressed air stream 46 and the expanded air stream 52. In
addition, power unit 110 includes a drive unit 114 disposed in
operable configuration with the turbine 18 via the shaft 54. In
this particular embodiment, the compressor 30 has been
eliminated and thus intercooler 36 is in direct fluidic commu-
nication with the turbine 18. Similar to the previous embodi-
ments, the inclusion of the bypass valve 112 enables the
control of any surge of first stage turbocharger 12. During
operation of power unit 110, the bypass valve 112 may be
opened to increase air flow during transient acceleration. In
addition, the drive unit 114 can be used to precisely control
the speed of the second turbocharger, thereby enabling better
control over the intake pressure and temperature. This drive
unit may be electrically driven (e.g., by an electric motor) or
mechanically driven, for example. It should be apparent to
one skilled in the art that other means of driving the turbo-
charger may be employed, including, but not limited to,
hydraulic or pneumatic means.

FIG. 8 is a schematic logic flow diagram 120 illustrating a
method according to an exemplary embodiment. Generally,
the method involves providing a first stage turbocharger
including a turbine and a compressor, the turbine configured
to receive an exhaust from an exhaust manifold of an engine
and provide extracted energy via a turbocharger shaft to a
compressor, at step 122. Next, in step 124 an ambient intake
air stream is compressed in the compressor of the first stage
turbocharger to discharge a compressed air stream. In step
126, the compressed air stream is cooled in an intercooler
coupled to the compressor of the first stage turbocharger to
discharge a cooled compressed air stream. In step 128, the
cooled compressed air stream is expanded in a turbine of a
turboexpander stage to discharge an expanded air stream. The
expanded air stream is cooled in the turbine of the turboex-
pander stage to a temperature of less than the ambient intake
air stream. In step 130, the expanded air stream is provided to
an intake manifold of an engine. In step 132, a fuel is mixed
with the expanded air stream in a combustion chamber in
fluidic communication with the intake manifold. In step 134,
the fuel is combusted. In an alternate embodiment, additional
steps may be included. More specifically, at a step 136, the
cooled compressed air stream is compressed in at least one
additional compressor to discharge a further compressed air
stream, wherein the at least one compressor is coupled to the
turbine of the turbocharger to form a second stage turbo-
charger. In step 138, the further compressed air stream is then
cooled in an additional intercooler coupled to the compressor
and the turbine of the second stage turbocharger to discharge
a cooled compressed air stream.

The turbocharged power unit as disclosed herein provides
cooling of the engine intake air through turborefrigeration,
and without the need for additional refrigerant. Cooling of the
engine air intake, in combination with adjusting the combus-
tion event through spark timing or injection timing, provides
for desired reduction in NOx emission, knock margin and
turbocharger surge margin. The turbocharged power unit as
disclosed herein may additionally provide knock control at
high loads in premixed engines or dual fuel engines. Typically
in premixed engines (spark-ignited engines or compression-
ignited engines) as the engine increases in powet, it is nor-
mally more prone to autoignition or knock. The turbocharged
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power unit and method of operation as described herein pro-
vides that as the engine increases in power, the intake mani-
fold temperature will decrease, resulting in reduced autoigni-
tion or knock. In addition, the power unit provides improved
power density of the engine by routing all of the air to the
engine, thereby minimizing waste.

Accordingly, disclosed is a turbocharged power unit
embodying technology for premixed combustion strategies
such as high-efficiency dual fuels. Through the use of turbore-
frigeration in conjunction with premixed combustion strate-
gies, the range of speeds and loads under which an engine can
operate in a premixed mode are increased. The incorporation
of a turbine expander to an intake manifold of an engine and
providing an air intake stream into the intake manifold at a
temperature less than the ambient intake temperature, allows
for an engine that is operable under high load conditions and
the minimizing of exhaust emissions.

While only certain features of the invention have been
illustrated and described herein, many modifications and
changes will occur to those skilled in the art. It is, therefore, to
be understood that the appended claims are intended to cover
all such modifications and changes as fall within the true spirit
of the invention.

The invention claimed is:
1. A turbocharged power unit, comprising:
a first stage turbocharger including a turbine coupled via a
turbocharger shaft to a compressor, the compressor con-
figured to receive an ambient intake air stream and dis-
charge a compressed air stream;
an intercooler coupled to an output of the compressor of the
first stage turbocharger, the intercooler configured to
receive the compressed air stream from the compressor
of the first stage turbocharger and discharge a cooled
compressed air stream;
a second stage turbocharger including a turbine and a com-
pressor coupled to the turbine via a turbocharger shaft,
the compressor configured to receive the cooled com-
pressed air stream from the intercooler and discharge a
further compressed air stream and wherein the turbine is
in fluidic communication with the further compressed
air stream from the compressor of the second stage tur-
bocharger and configured to discharge an expanded air
stream;
an engine including an intake manifold, a combustion
chamber and an exhaust manifold, wherein the intake
manifold is coupled to the turbine of the second stage
turbocharger to receive therefrom the expanded air
stream and wherein the combustion chamber is in fluidic
communication with the intake manifold and the
exhaust manifold; and
a bypass valve coupled to an electronic logic control unit
and configured in fluidic communication with one of:
the exhaust manifold and the compressed air stream
discharged by the compressor of the first stage turbo-
charger, the bypass valve operable to provide exhaust
gas recirculation via the second stage turbocharger, or

the intake manifold and a compressed air stream dis-
charged from a compressor of the second stage turbo-
charger so as to bypass the turbine of the second stage
turbocharger, the bypass valve operable to provide an
air flow bypass therebetween,

wherein the turbine of the second stage turbocharger is
configured to provide an expansion of the cooled com-
pressed air stream to form the expanded air stream hav-
ing a temperature of less than the ambient intake air
stream.
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2. The turbocharged power unit of claim 1, wherein the
combustion chamber is operated in a premixed combustion
mode.
3. The turbocharged power unit of claim 1, further includ-
ing at least one additional intercooler, configured to receive
the further compressed air stream discharged by the compres-
sor of the second stage turbocharger and discharge a cooled
compressed air stream to the turbine of the second stage
turbocharger.
4. The turbocharged power unit of claim 3, wherein the
bypass valve is configured in fluidic communication with the
cooled compressed air stream discharged by the additional
intercooler and the expanded air stream discharged from the
turbine of the second stage turbocharger.
5. The turbocharged power unit of claim 4, further includ-
ing a drive unit coupled to the second stage turbocharger.
6. The turbocharged power unit of claim 1, wherein the
bypass valve is configured in fluidic communication with the
exhaust gases discharged by the engine and the compressed
air stream discharged by the compressor of the first stage
turbocharger.
7. The turbocharged power unit of claim 1, wherein the
engine comprises a compression-ignition engine.
8. The turbocharged power unit of claim 1, wherein the
engine comprises a spark engine.
9. The turbocharged power unit of claim 1, wherein the
engine is a dual fuel engine.
10. A turbocharged power unit, comprising:
a first stage turbocharger including a turbine coupled via a
turbocharger shaft to a compressor, the compressor con-
figured to receive an ambient intake air stream and dis-
charge a compressed air stream;
afirst intercooler coupled to an output of the compressor of
the first stage turbocharger, the first intercooler config-
ured to receive the compressed air stream from the com-
pressor of the first stage turbocharger and discharge a
cooled compressed air stream;
a second stage turbocharger including a turbine coupled
via a turbocharger shaft to a compressor, wherein the
compressor is coupled to an output of the first inter-
cooler and configured to receive the cooled compressed
air stream from the first intercooler and discharge a
compressed air stream;
a second intercooler, coupled to an output of the compres-
sor of the second stage turbocharger, the second inter-
cooler configured to receive the compressed air stream
from the compressor of the second stage turbocharger
and discharge a cooled compressed air stream to the
turbine of the second stage turbocharger;
an engine including an intake manifold, wherein the intake
manifold is coupled to the turbine of the second stage
turbocharger to receive therefrom an expanded air
stream; and
a bypass valve coupled to an electronic logic control unit
and configured in fluidic communication with one of:
the exhaust manifold and the compressed air stream
discharged by the compressor of the first stage turbo-
charger and operable to provide exhaust gas recircu-
lation via the second stage turbocharger, or

the intake manifold and the cooled compressed air
stream discharged from the second intercooler and so
as to bypass the turbine of the second stage turbo-
charger and operable to provide an air flow bypass
therebetween,

wherein the turbine of the second stage turbocharger is
configured to provide an expansion of the input cooled
compressed air stream discharged from the second inter-
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cooler to form the expanded air stream having a tem-
perature of less than the ambient intake air stream.

11. The turbocharged power unit of claim 10, wherein the
bypass valve is in fluidic communication with the cooled
compressed air stream discharged from the second inter-
cooler and the expanded air stream discharged from the tur-
bine.

12. The turbocharged power unit of claim 10, wherein the
bypass valve is configured in fluidic communication with the
exhaust gases discharged by the engine and the compressed
air stream discharged by the compressor of the first stage
turbocharger.

13. A method of operating a turbocharged power unit com-
prising:

providing a first stage turbocharger including a turbine and

a compressor, the turbine configured to receive an
exhaust from an exhaust manifold of an engine and
provide extracted energy via a turbocharger shaft to a
compressor;

compressing an ambient intake air stream in the compres-

sor of the first stage turbocharger to discharge a com-
pressed air stream;

cooling the compressed air stream in an intercooler

coupled to the compressor of the first stage turbocharger
to discharge a cooled compressed air stream;

cooling the cooled compressed air stream in a compressor

and at least one additional intercooler of a second stage
turbocharger coupled to the intercooler to discharge a
further cooled compressed air stream;

expanding the cooled compressed air stream from the at

least one additional intercooler in a turbine of the second
stage turbocharger to discharge an expanded air stream;
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providing a bypass valve coupled to an electronic logic
control unit and configured in fluidic communication
with one of:
an exhaust manifold of an engine and the compressed air
stream discharged by the compressor of the first stage
turbocharger, the bypass valve operable to provide
exhaust gas recirculation via the second stage turbo-
charger, or
an intake manifold of the engine and a compressed air
stream discharged from the compressor of the second
stage turbocharger so as to bypass the turbine of the
second stage turbocharger, the bypass valve operable
to provide an air flow bypass therebetween,
providing one of the compressed air stream discharged
from the compressor of the second stage turbocharger, or
the expanded air stream to the intake manifold of the
engine;
mixing a fuel with the received air stream in a combustion
chamber in fluidic communication with the intake mani-
fold; and

combusting the fuel,

wherein the expanded air stream is cooled in the turbine of
the second stage turbocharger to a temperature of less
than the ambient intake air stream.

14. The method of claim 13, wherein the engine comprises
a compression-ignition engine.

15. The method of claim 13, wherein the engine comprises
a spark engine.
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